
Size: 2.2” x 3.9” x 1.3”  

Display: 1.43”W x 2.15”H; 2.6” diag;  
160 x 240 pixels; Transflective  
color TFT; touchscreen 

Weight: 5.25 oz with batteries 

Waterproof: Yes – IPX7 

Battery: 2 AA batteries  
(not included); NiMH or Lithium 
recommended 

High-sensitivity receiver: Yes

Interface: USB 

ApproAch 
G-SerieS

ApproAch G5

Size: 2.3” x 4.5” x 1.4”  

Display: 1.53”W x 2.55”H; 3” diag; 
240 x 400 pixel; Transflective  
color TFT; touchscreen 

Weight: 6.8 oz with batteries

Waterproof: Yes – IPX7 

Battery: 2 AA batteries  
(not included); NiMH or Lithium 
recommended 

High-sensitivity receiver: Yes

Interface: USB 

Size: 2.1” x 3.7” x 0.8”  

Display: 1.4”W x 2.2”H; 2.6” diag; 
160 x 240 pixels; Transflective 65k 
color TFT; touchscreen 

Weight: 3.37 oz

Waterproof: Yes – IPX7 

Battery: Rechargeable Lithium-ion 

High-sensitivity receiver: Yes

Interface: USB 

ApproAch G3ApproAch® G6

preloaded with 27,000+  
worldwide courses

preloaded with 18,000+  
U.S. and canadian courses   

Free course Updates  
with Detailed Mapping  

Measures individual Shots

Touch Targeting

Green View   

Manual pin positioning

Stat Tracking   

printable Digital Scorecard

rechargeable battery   

Layup Arcs

Specifications


